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Examples of Steel Beams
INFORMATION REQUIRED FOR CALCULATING THE COATING THICKNESS OF INTUMESCENT FIRE RESISTANT COATINGS ON STRUCTURAL STEELWORK. 

			                                                                                                                                 
	CONTRACTOR / APPLICATOR / CUSTOMER:
	Enter text.
	EMAIL ADDRESS:
	Enter email.
	CONTACT NUMBER:
	Enter number.
	SITE ADDRESS:
	Enter address.
	DATE:
	Enter date.
	FIRE PROTECTION REQUIRED:
	Choose an item.
	IS THE STEEL ALREADY PRIMED:
	Choose an item.
	IS THE ROOF ON THE BUILDING – (DRY ENVIRONMENT):
	Choose an item.
	OPTIONAL TOPCOAT:
	Choose an item.
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	STEEL TYPE:
UB/UC/CHS ETC..
	DIMENSION/DESIGNATION
(DEPTH & WIDTH OF SECTION)
	MASS P/MTR
(KG/M)
	SIDES 
EXPOSED
	LENGTH
 IN MTR
	NUMBER 
OF PIECES
	USED AS FUCTION
e.g. Beam or Column

	e.g. UB
	e.g. 203x133
	e.g. 30
	e.g. 3
	e.g. 4.2m
	e.g. 3
	e.g. Beam
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Email your enquiry to: info@ppcoatings.co.uk		Tel: 028 90731333 
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